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TEMPERATURE CONTROL

Peltier effect Cone Plate stand*

CP-1

* Optional geometries. ** Instruments sold separately.
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  ACTIVITY 
DOMAINS

THE CP-1 CONE-PLATE STAND GIVES YOU THE OPTION 
OF PAIRING IT WITH YOUR FIRST TOUCH, RM 100 TOUCH 
OR RM 200 TOUCH**. 

CONTROLLING BY PELTIER EFFECT WITHOUT LIQUID 
CIRCULATING THE CP-1 CONE-PLATE STAND IS DEDICATED 
TO RHEOLOGICAL MEASUREMENTS NEEDING QUICK CHANGES 
TO TEMPERATURE OR WITH SMALL SAMPLE QUANTITIES.
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TYPE OF INSTRUMENT 
Cone-Plate stand with temperature control 
by Peltier effect without circulating fl uid 

TEMPERATURE
From 5 to 80°C +/- 0,2 °C with Peltier Air-Air
Peltier Liquid Option: from -20 to 120 °C
depending on the temperature of the 
connected bath (not included)

DIGITAL DISPLAY
Setup and real temperature of the CP-1 
system

SUPPLY VOLTAGE
90-240 VAC 50/60 Hz

DIMENSIONS AND WEIGHT
L300 x W490 x H570 mm 
Weight: 16 kg
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Cone-Plate
measuring systemCP-1

NAME REF DIM. (mm) VOL (mL) VISCOSITY RANGE

MK-CP 2005 422005 Ø 20 mm α 0.5° 0.018 40 - 2,000,000 mPa·s

MK-CP 2445 422445 Ø 24 mm α 0.45° 0.030 20 - 2,000,000 mPa·s

MK-CP 2020 422020 Ø 20 mm α 2° 0.075 100 - 8,000,000 mPa·s

MK-CP 4005 424005 Ø 40 mm α 0.5° 0.150 5 - 300,000 mPa·s

MK-CP 4020 424020 Ø 40 mm α 2° 0.60 15 - 1,000,000 mPa·s

MK-CP 2005

MK-CP 4020


