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  LIST OF STANDARDS chest type units (extract)

Practicable
standards

KDIP 1000 A-TR
(Dippomat)

K 400 M-TR
K 1000 M-TR
K 2500 M-TR
KB 400 M/A-TR
KB 1000 M/A-TR
KB 2500 M/A-TR

S 400 M-TR
S 1000 M-TR
S 2500 M-TR
S 400 A-TR
S 1000 A-TR
S 2500 A-TR

SK 400 M-TR
SK 1000 M-TR
SK 2500 M-TR

SKB 400 A-TR
SKB 1000 A-TR
SKB 2500 A-TR

SKBW 400 A-TR
SKBW 1000 A-TR
SKBW 2500 A-TR

SBW 400 M-TR
SBW 1000 M-TR
SBW 400 A-TR
SBW 1000 A-TR

SKBWF 1000 A-TR
SKBWF 2500 A-TR

ASTM B117 X X X X X X

ASTM B368 X X X X X X

ASTM G85 A3 (35°C) X X X

ASTM G85 A3 (49°C)      X (1)      X (1)      X (1)

ASTM G85 A5 Prohesion      X (1)      X (1) X

Daimler PPAP 3002
(Filiform)

X

DIN 50958 X X X X X X

DIN EN 13523-8 X X X X X X

DIN EN 3212 X

DIN EN 3665      X (2)

DIN EN 60068 2-11 X X X X X X

DIN EN 60068-2-52 X

DIN EN ISO 11997-1      X (1)

DIN EN ISO 15710 X

DIN EN ISO 16701      X (1)

DIN EN ISO 6270-1      X (1)      X (1)      X (1)      X (1)      X (1)

DIN EN ISO 6270-2 X X X X X X

DIN EN ISO 9227 X X X X X X

DIN ISO 9022-4 X X X X X X

GM 9540 P      X (1)      X (1)

GME 60203*      X (1)      X (1)      X (1)

GME 60205, 60207      X (1)      X (1)      X (1)      X (1)      X (1)      X (1)

GME 60213      X (1)      X (1)      X (1)

GMI 60206      X (1)      X (1)      X (1)      X (1)      X (1)      X (1)

GMW 14872      X (1)

Honda 1 X X

ISO 14993      X (1)      X (1)

JIS Z 2371 X X X X X X

Mazda MCT-1H X X

Mazda MCT-2M X X

MIL STD 202F-101DC X X X X X X

MIL STD 810E-509.3 X X X X X X

Nissan M0158-1, 2, 4      X (1)      X (1)

Renault D17 2028 ECC1      X (1)

SAE J2334   X X

VDA 621-415 X X X

VDA CCT new version      X (1)

Volvo  423-0014      X (1)

VW PV-1210* X X X

(1) = Only with optional equipment (on request)
(2) = Without activation of the samples
(*) = To perform this standard the testing unit is to place in a room with standard climate according to DIN 50014-23/50.
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LIST OF STANDARDS cabinet type units (extract)

Practicable standards

K 300
KB 300
KEA 300
KBEA 300

KBG 400 A-SC
KBG 1000 A-SC

K 400 M-SC
K 1000 M-SC
K 2000 M-SC
KB 1000 M-SC
KB 2000 M-SC
KB 400 A-SC
KB 1000 A-SC
KB 2000 A-SC

KBWF 400 A-SC
KBWF 1000 A-SC
KBWF 2000 A-SC

S 400 M-SC
S 1000 M-SC
S 2000 M-SC
S 400 A-SC
S 1000 A-SC
S 2000 A-SC

SKB 400 A-SC
SKB 1000 A-SC
SKB 2000 A-SC

SKBW 1000 A-SC
SKBW 2000 A-SC

SKBWF 1000 A-SC
SKBWF 2000 A-SC

ASTM B117 X X X X

ASTM B368 X X X X

ASTM G85 A3 (35°C) X X X

ASTM G85 A3 (49°C)       X (1)      X (1)      X (1)

ASTM G85 A5 Prohesion      X (1) X

Daimler PPAP 3002
(Filiform)

X (2) X

DIN 50018 X X

DIN 50958 X X X X X X X

DIN EN 13523-8 X X X X

DIN EN 3665 X (2)      X (2)

DIN EN 60068 2-11 X X X X

DIN EN 60068-2-52 X

DIN EN ISO 11997-1      X (1)

DIN EN ISO 16701      X (1)

DIN EN ISO 3231 X

DIN EN ISO 6270-2 X X X X X X X

DIN EN ISO 6988 X X

DIN EN ISO 9227 X X X X

DIN ISO 9022-4 X X X X

GM 9540 P      X (1)      X (1)

GME 60201 X X

GME 60203*       X (1)      X (1)      X (1)

GME 60205,60207      X (1)      X (1)      X (1)      X (1)

GME 60213       X (1)      X (1)      X (1)

GMI 60206      X (1)      X (1)      X (1)      X (1)

GMW 14872      X (1)

Honda 1 X X

ISO 14993      X (1)      X (1)

JIS Z 2371 X X X X

Mazda MCT-1H X X

Mazda MCT-2M X X

MIL STD 202F-101D X X X X

MIL STD 810E-509.3 X X X X

Nissan M0158-1, 2, 4      X (1)      X (1)

Renault D17 2028 ECC1      X (1)

SAE J2334 X X

VDA 621-415 X X X

VDA CCT New version      X (1)

Volvo  423-0014      X (1)

VW PV-1210* X X X

(1) = Only with optional equipment (on request)
(2) = Without activation of the samples
(*) = To perform this standard the testing unit is to place in a room with standard climate according to DIN 50014-23/50.


