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Chemark 1368 is a matting hardener. 
 
 
Technical Data: 

 Value Unit Test Method 

Chemical name 

Salt of 1,2,4,5-
Benzenetetracarboxylic 
acid and 4,5-Dihydro-2-
phenyl-1H-imidazole 

  

CAS No. 54553-90-1   

Melting point  approx. 210 – 230 °C ASTM D68 

Acid value  approx. 410 – 430 mg KOH/g EN 14104 

Volatile  ≤ 1 % ASTM E1868-10 

Delivery form 
white to off-white fine 
powder 

  

 
 
Application and properties 

As super matting hardener for pure epoxy or epoxy/polyester resin powder coatings. 
 
 
Recommended storage conditions 

Keep container tightly closed and dry in a cool, well-ventilated place. Protect from light. 
 
 
Packaging 

Paper bag with PE-lining, 20kg net. 
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The above declarations serve for information purposes only. In particular, they shall not be relevant to de�ne binding speci�cations for any orders. With respect to any order, the speci�cations shall be governed by the 
provisions of the sales contract to be concluded between the parties (e.g. the "product speci�cation").
Any deliveries are exclusively subject to our general standard terms and conditions in their respectively valid version. We will be happy to provide you with the general standard terms and conditions upon your request and 
they can be downloaded online at http://www.worlee.de/GSTC


