
・Color Availability
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・Properties

・Applications

Average particle size
Softing point
Solvent stability

Emulsion paint, Silk screen ink, Poster color, Aqueos paper & Cloth coating

3.5～4.5μm
130～140℃
Although it can be used with Aliphatic-Hydrocarbons and 
Xylene solvents, but cannot be used with Aromatic-
Hydrocarbons as well as Ester Ether and Ketone 
solvens neither.

Package:paper bag
Net weight:10kg

SINLOIHI COLOR FZ Series is standard grade of fluorescent pigment,
characterized by strong color fastness and fine particle size.

ISO 9001 aquired (JCQA-0427)

Head office/Ofuna Factory
Sales&Marketing Div

19-12,2-chome,Dai,Kamakura, Phone:81-467-43-2121
19-12,2-chome,Dai,Kamakura, Phone:81-467-43-7755

website : http://www.sinloihi.co.jp  E-mail  : info@sinloihi.co.jp

FZ-5012
FZ-5005
FZ-5006
FZ-6011
FZ-6013
FZ-6014
FZ-6037
FZ-MB
FZ-PR
FZ-SB
FZ-M
FZ-247
FZ-277

Green
Lemon Yellow
Orange Yellow
Red Orange
Red
Orange
Pink
Rubine
Purple
Blue
Magenta
Magenta(Reddish)
Magenta(Bluish)

SINLOIHI COLOR
FZ Series
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